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CTR 24175 WELD-ON STRAPS RATCHET

This set is not a children’s toy and was designed for professional modeliers only who already have some skiils in working with
photoetched parts. Special tools for bending of photoetched parts is recommended when working with this set. Non using this
tool during bending may cause destruction of the part. Careful bending of the most of the parts could be also doneusing a metal

ruler, a sharp knife and a tweezer on a hard surface. Pay attention, be careful and keep your safety and health in mind during
work!

For gluing and filling a cyanoacrylate glue and a glue removing liquid is recommended. When {or even before)working with each
part inspection of the real part on the vehicle or a picture of the real thing is recommended and helpful.

Modification of plastic parts may be required for proper use of some of the photoetched parts

CTM 24175 Weld - on straps ratchet 1/ Protecting corner

3/ Ratchet w. mount
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1/ Protecting corner
2/ Hook
3/ Ratchet w. mount

Evergreen 1,2 mm
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From the part No.3 carefully cut out ratchet

wheel and add this as a separate part

T

... we recommed to wrap the strap around an evergreen profilebefore i}:;éﬁfhg itinto
the part No. 3 and inserting it into the holes. On the side of the ratched wheel the
profile ﬁt_s into the hole. On the other sic_h_s'_i_t_ _is reaching out by 1,5 mm (0,06 in).




