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Studio COCKPIT

Detail Master  www.topstudiohobby.com tp>3206

M1 | @ TD23103 x 25
M2 | aIJED TD23135 x 3
M3 | 0JED TD23134 X 4
M4 | =D TD23138 x 3
M5 | con TD23137 “ 4
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0.3mm E&ELE 0.3mm black wire X1 7L Drilla hole

0.6mm B&EE 0.6mm black wire | x1 N oS 1
0.8mm Z&®E  0.8mm black wire | x1 % Cutoff B13
0.4mm 4EBELE  0.4mm red wire x1

1.2mm #4EE  1.2mm shrink rube X2 BEIET

- Wire band
2.0mm #4EE  2.0mm shrink rube X1

1.0mm %44 1.0mm braided line (sivery) | x1 B9 &

1.2mm

,,
1.0mm %4 1.0mm braided line (blue) | x1 = A2 0.9mm
9] 0.5mm $AE 0.5mm brass pipe %1
- Cut off
0.8mm $54E 0.8mm solderline | x1 IS K i back side 12

XF-26+X-11%9
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&R 14 Other Parts
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3mm &% 3mm red ribbon | x1 Photo-etched plate A,B x1
5mm %% 5mmredribbon |x1| [#]kgs Decal x1

22mm 4% 22mm red ribbon|x1 | JE#K Film x1

12 3F MR EXF-26+X-11,

BT JE FI800#7) 4L 4T B 3k £ .

Paint the back side of the film by XF26 + X-11,
then sand the edge by #800 after trimmed out
the dashboard screen
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7k Bk Decal
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& F$£5E Electronic connectors
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Heat

#R4E4E Braided Line

AR HIMEL.0,1.5mmmE SN
B—IREY - ERABER
R -

Note: There is an inner line inside the

1.0, 1.5mm braided lines, use a sharp
tweezers to remove it.

FRENESZRNEL -
Cut off the residue by a sharp hobby
knife.

FRVEETENEIERRELD
By LE 4% SLBLF -

Apply some CA gule (ge! type and slow curing)
to the end of the braided line. This can

help to prevent the thin lines spreading
out.

AR MFERD 2B TRNEIE
HEHE -
Note: cement by using CA glue
(gel type and slow curing)
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